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IGEL Universal Desktops

Hardware UD2 UD3 UD5 UD7 UD9

Power supply External External External External Internal

Power 13W (Idle)
 2W (Sleep)

12W (Idle)
 2W (Sleep)

18W (Idle)
 4W (Sleep)

33W (Idle)
 4W (Sleep)

50W (Idle)
 2W (Sleep)

Flash 1GB (LX) / 2GB (ES ) / 
512MB (CE)

1GB (LX)  / 2GB (ES) / 
512MB (CE)

1GB (LX) / 2GB (ES) 1GB (LX) / 2GB (ES) 1GB (LX) / 2GB (ES)

RAM 512MB (LX) / 1GB (ES) / 
512MB (CE)

512MB (LX) / 1GB (ES) / 
512MB (CE)

512MB (LX) / 1GB (ES) 512MB (LX) / 1GB (ES) 512MB (LX) / 1GB (ES)

CPU VIA Eden 400MHz VIA Eden 800MHz VIA C7 1,5GHz (LP) VIA C7 1,5GHz (LP) AMD Sempron 2100+ 1GHz (ES)

Video memory (shared) 16 - 64MB 16 - 64MB 64 - 128MB
64 - 128MB (VIA) + 

256MB (Matrox)
32 - 128MB

Max resolution 1920 x 1200 (LX / ES), 
1280 x 1024 (CE)

1920 x 1200 (LX / ES), 
1280 x 1024 (CE)

1920 x 1200 1920 x 1200 (x4) 1280 x 1024

IGEL Linux (LX) Entry UD2-120 LX UD3-120 LX UD5-120 LX

Standard UD2-420 LX UD3-420 LX UD5-420 LX

Advanced UD3-720 LX UD5-720 LX UD7-720 LX UD9-720 LX

Microsoft ® Windows ® 
Embedded Standard 2009

(ES)

Entry UD2-120 ES UD3-120 ES UD5-120 ES

Standard UD2-420 ES UD3-420 ES UD5-420 ES

Advanced UD3-720 ES UD5-720 ES UD7-720 ES UD9-720 ES

Microsoft ® Windows ® 
Embedded CE 6.0 (CE)

Entry UD2-120 CE UD3-120 CE

Standard UD2-420 CE UD3-420 CE

IGEL is a registered trademark of IGEL Technology GmbH. All hardware and software names are registered trademarks of the respective manufacturers. Errors and omissions excepted. Subject to change without notice.    ©2009 IGEL Technology     A member of the Melchers group.     info@igel.com     120-PL-1-3
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